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Maintenance

LUBRICATION

General

The engine and transmission are filled with
high performance oil. Other systems are filled
with high quality lubricants giving prolonged
life

CAUTION: You should alway use a high
quality oil of the correct viscosity range in the
engine and gearbox during maintenance and
when topping—up. The use of oil not to the
correct specification can lead to high oil and
fuel consumption and ultimately to damaged
components.

Qil to the correct specification contains
additives which disperse the corrosive acids
formed by combustion and prevent the
formation of sludge which can block the
oilways. Additional oil additives should not be
used. Always adhere to the recommended
servicing intervals.

Engine, oil can

Use oil mesting specification BLS.OL.22.07 or
the requirements of CCMC G3, and having a
viscosity band recommended for the
temperature range of your locality. Where oils
to these B.L. and European specifications are
not available, well known brands of oil meeting
AP| SF or SF/CD quality should be used.

Manual gearbox

Use ansengine oil in the viscosity band
10W/40. A 15W/40 or 15W/50 may be used
for topping-up.

SERVICE LUBRICANTS — Grade and specifications

| 5w/20 -

Engine oil S.A.E. viscosity/temperature ranges

Gear linkage
Use Grease Part No. AFU 15600.15609
containing 3% Molybdenum Disulphide.

Automatic gearbox

Top-up: Use a fluid meeting Dexron 11 D
specification.

Complete fill: Use Unipart Transmatic ATF
Part No. GGL 250 or GGL 251 only.

Power steering
Use a fluid meeting Dexron IID specification.

General greasing (not gear linkage)
Use Multipurpose Lithium Base Grease N.L.G |
consistency No.2.

CAUTIONM: Consult your Dealer if in any
doubt regarding these lubricants.
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General Data

GENERAL DATA
During the running—in from new, certain adjustments vary from the specification figures detailed. They will be set to specification by your Dealer at

the After—Sales Service and should thereafter be maintained throughout the car’s life.

Engine AP T B i b T B S et e o e et et 2675cm®
Firing order 1-4-2-5-3-6
o | T o - o O s S A 720 £ 50 rev/min
Exhaust gas CO content at engine idle speed................ 056 £ 0.25% (hot)
: Ignition Programmed ignition system
| T s T NGK — BCPR B E — 11 or ND — Q20PR - U11
| (SEE i oA e P, rer i L e o et vovrer 1.00mm 0.040 in
:
Electrical Circuit voltage and polarity 12V negative (— ) earth

Batlery t¥pB cvimvimmmivssmmimissaies R — Low maintenance
Wheels and tyres Wheel size ................ e e R 6J x 15in
Road wheel nut torque 72Nm, B3Ibf ft, 8.2kgf m
Tyre size:
All models except VItESSE ....oooiiiiiiiiiiiiei e 196/65 — VR 15 Steel braced radial
VITESSE «orvveieiiiiieiieie e T, 205/60 — VR 15 Steel braced radial

Tyre pressures: see FORECOURT DATA on the
back cover of this Handbook.
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General Data

Capacities Elieltankie st il en oo nale oo s ot M BLE 4 68 litre
(approximate) Engine refill and filter change 4.5 litre
Manual gearbox refill .................... 22 litre
Automatic gearbox refill ........... .. 3.2 litre
Cooling SYSTEM TBFIIL ..vimmmsesmmmsmmmmssmsmsnsmsssnen esmsbensssn 8.6 litre
Washer reservoir:
Combined windscreen and headlamp .................... B litre

Dimensions OVBIAlL HBITRTE St sommsianmmte i s st
Cvarall WIaTh s s s e s S
OVer Al IBRE TR o im0 Bl 2 e s o s s i
Ground clearance* .
Wheelbase ...........ccocoei
Turning circle (kerb to kerb)
Track:

ELOME cveeroimlmmian ey s e e A s
=
Wheel alignment:
RO s mrmmrsm o s e e D e Parallel = 0°8°
REaE — TR My s s s 0°10" =+ 0°4' each wheel

* at kerbside weight
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T e e T e T e i S S S e TR T

General Data

Waeights Kerbside (full fuel tank without optional fittings):
Saloon:
8 L O N A O e P DS NIOOORY . 1 . 1465 kg
Fastback:
BZISI vty ... 1475 kg
N ITEEEE s ssenbmmmmmm skt S 1485 kg
All models:
Max. aross Vehitle Weight v rsibnaintald 1900 kg
Maximum towing weight restart ona 12% 11in 8
gradient with one passenger and 136 kg (299 Ib)
luggage:
Braked trailer — air conditioning switched off............ 1600 kg
Braked trailer — air conditioning switched on............ 1200 kg

Lnbrakad trailer s i
Towing hitch downward load.......
Max roof rack weight (distributed)
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